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AMENDMENTS TO THE CLAIMS : 

This listing of claims will replace all prior versions, 
and listings, of claims in the application: 

LISTING OF CLAIMS : 

► "1,. (currently amended) A broadcast content 

distribution system, which distributes contents from a 
broadcasting station to a receiving terminal on the Internet, 
comprisingj^ 

a broadcast station operabXe to distribute, according to a 
predetermined schedule, broadcast: content associated with, a VLAN 
(Virtual' Local Area Network) number; 

one or more Layer 2 switches including one or more output 
ports associated with a VLAN group, wherein the Layer 2 switches 
are operable to receive the broadcast content based on the VLAN 
number and transmit the broadcast content from at least one of 
the one or more output ports according to a correlation between 
the VLAN group and the VLAN number; and 

one or more receiving terminals including a Layer 2 
interface, wherein the receiving terminals are operable to 
receive, according to the predetermined schedule, the 
broadcast content from one of tine one or more Layer 2 switches 
by setting the Layer 2 interface to the VLAN number for a 
predetermined scheduled time period a Layor 2 ovfitch and a 
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VLAN — (Virtual Local Area Nctworlc) — uocd for the diotribution of 
the Gontcnto . 

2-3 . (canceled) 

4. (currently amended) The broadcast content 

distribution system according to claim -S- jL, wherein at least one 
of the said one or more Layer 2 owitch switches includes storage 
means for storing the received broadcast content contcnto 
associated with the VLAN number . 

5- (currently amended) A broadcast content distribution 
method for distributing contents from a broadcasting station to a 
receiving terminal on the InJternetT — vfhcroin the diotribution of 
— contonto — ia — performed — uoing — a. broadcaot model — baocd — or — a 
Layer — 2 — ov i fitch — and a VLAN — (Virtual — Local — Area — Notviyork) , the • 
method comprising : 

distributing, at a broadcast station, according to a 
predetermined schedule, broadcast content having an associated 
VLAN (Virtual Local Area Network) number; 

receiving, at a Layer 2 sw±tch, the broadcast content based 
on the VLAN number; and 

transmitting, at a Layer 2 switch port, the broadcast 
content based on a correlation between a VLAN group assigned to 
the Layer 2 switch port and the VLAN number associated with the 
broadcast content ; 
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wherein a receiving terminal receives the broadcast content 
according to the predetermined schedule, from the Layer 2 switch 
by setting a Layer 2 interface to the VLAN nijit±>er associated with 
the broadcast content for a predetermined scheduled time period. 

6-7. (canceled) 

8. (currently amended) The broadcast content distribution 
method according to claim -6 5, further comprising storing, at the 
Layer 2 switch, the broadcast content v^hcroin — fefee — contcnto 
rcGcivcd from oaid broadcaoting — atation and aooociatcd vjith tho 
VLAN number aro otorcd in otoragc mcanp of oaid Layer 2 0V i ?itch. 

9. (new) The broadcast content distribution system 
according to claim 4, wherein the one or more receiving terminals 
are further operable to download, on-demand, the broadcast 
content from the storage means of the Later 2 switch. 

10. (new) The broadcast content distribution method 
according to claim 8, wherein a requesting receiving terminal 
downloads, on-demand, the stored broadcast content from the Layer 
2 switch. 
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